AR14.30-P-7200QB

Remove/install air shutoff valve

19.4.06
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a Bolts

Pneumatic line
Air hose

AW~

Aspirator shutoff valve

Air filter housing

272.920 in MODELS 203.052 /252 /752

272.940 in MODELS 203.054 /254, 209.354 /454
272.960 in MODELS 203.056 /256 /756, 209.356 /456
272.970 in MODELS 203.087 /287
272.941 in MODELS 203.092 /292
273 in MODEL 209

P14.30-2109-06

3B

Remove/install

AN Danger! Risk of injury caused by fingers being Keep body parts and limbs well clear of AS00.00-Z-0011-01A
pinched or crushed when removing, moving parts.
installing or aligning hoods, doors, trunk lids,
tailgates or sliding roof.
1 Turn key in ignition switch to position "0".
2 Open engine hood and raise to vertical Model 203 AR88.40-P-1000P
position
Model 209 AR88.40-P-1000Q
3.1 Remove front engine cover [i]When removing air shutoff valve (1) on
right cylinder head.
[i]pull front engine cover upward and out
of mountings.
3.2 Remove air filter hoUSing (2) li‘ When removing air shutoff valve (1) at AR09.10-P-1150QB
left cylinder head
4 Detach pneumatic line (3) and air hose (4)
on air shutoff valve (1)
5 Remove bolts (1a) N *BA14.30-P-1003-02A
@ *BA14.30-P-1004-02A
Remove air shutoff valve (1) [i] installation: Replace seal.
Install in the reverse order
N Ajr shutoff valve
Number Designation Engine Engine
272 273
BA14.30-P-1003-02A Bolt, right aspirator shutoff valve to cylinder head Nm | 14 14
BA14.30-P-1004-02A Bolt, left air shutoff valve intermediate flange to Nm | 14 14
cylinder head

© Daimler AG, 1/1/11, G/07/10 / ar14.30-p-7200qgb / Remove/install air shutoff valve
ENGINE 272.920 in MODELS 203.052 /252 /752 ENGINE 272.940 in MODELS 203.054 /254, 209.354 /454 ENGINE 272.960 in MODELS 203.056 /256 /756, 209.356 /456 ENGINE 272.970 in .

Page 1 of 1



